US Green Building Council (USGBC)
Leadership in Energy and Environmental Design (LEED) Green Building Rating System

Potential Points for Rainwater Collection

Surface Water Management: SS4
Section 4.3 Management of Runoff from Roof 

a) Install permanent stormwater controls (e.g vegetated swales, onsite rain gardens, dry wells, or rainwater cistern) designed to manage runoff from the home (1 point)

Direct pillow system overflows to vegetated swales

Water Reuse: WE 1
Section 1.1 Rainwater Harvesting System (maximum 4 points)
Design and install a rainwater harvesting and storage system (including surface runoff and/or roof runoff) for landscape irrigation use or indoor water use. The storage system must be sized to hold all the water from 1 inch rainfall event (equivalent to 0.62 gallons per square foot of roof area used for capture) taking into consideration the size of the harvesting system (i.e. 50% or 75% of the total roof area, depending on the measure chosen below)

	System Size
	Application
	Points

	> 50% of roof area
	Indoor only
	2

	> 50% of roof area
	Outdoor only
	3

	> 75% of roof area
	Both indoor and outdoor
	4




Projects that install a system sized to capture water from 100% of the roof area and can demonstrate a demand for this water can apply for 1 additional point, to be counted under Innovation & Design. This LEED point requires prior approval from USGBC.
